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Dear Sir/Ms.: 
 
 
 The Department has received the following Questions and Responses.  
  
 Q) What are the lengths of the brush seals required? How long are the bristles? The details of the 
 brushes and how and where are they supported are not clear. Please provide additional 
 information as necessary to estimate. 
 
 R) The brush seals are required to seal the area around the movable bridge gear  racks and rack 
 supports. Clearance must be maintained between the moving machinery and the new 
 construction for the entire cycle of opening and closing the bridge and, therefore, the gaps to be 
 sealed by the brushes may not be uniform at each of the four locations and must be determined in 
 the field. The brushes must be adjusted accordingly. The contractor should expect to provide 
 brush seals with bristle lengths varying from 3” to 7”. Vertically, they are supported from the 
 new ½” steel plates that enclose the racks and rack supports as shown on Section B-B of  sheet 4 
 of 10 Machinery Enclosure-3. Horizontally, they are supported from new steel angles attached to 
 the new timber nailers along the edges of the roof as shown in Elevation View and Section C-C 
 of sheet 5 of 10 Machinery Enclosure-4.  
 
 
 Q) On Plan Sheet # 7 of 10, Detail A, calls to replace the emergency gear motor   and install 
 right angle gear motor. I can’t find any spec or detail for this work –  please advise. 
 
 R) Please see Special Provisions Section 860 Bridge Operating Machinery (Hydraulic Power 
 Units Relocation and Reducer Modifications). 
 
 
   

 
 




